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oRSH: Technical specification: o
= PERI: 12 A-Code — Series: M12A—Code
- ﬁﬁﬁ > ‘ - Number of contacts: 5
- HEBH(40C) : 1-4Pin BA ~ Rated current(40C): 1-4Pin 8A,
S5Pin 2A 5Pin 2A
- HERk: 125V ~ Rated voltage: 125V
- FRhoreE: 1500V — Rated impulse voltage: 1500V -
- AREL 3 — Pollution degree: 3
- #RefE: <10mQ — Contact resistance: <10mQ
- H¥E%: P67 — Degree of protectio: IP67
— FEHRE: >100 - Mating cycles: >100 q o
— EERE: —40C..+85C - ITem|p<?(|"oture ['otnge: ‘—1280'&0 +857C
_ B >100M0 — Insulation resistance: > N

— Termination method: screw connection
- Wire gauge: max.1.5mm?* (max.AWG16)
Torque: 0.2Nm (screw terminal blocks)

— BYHRA: EAHR
— %2%E: max.1.5mm’ (max.AWG16)

I ERZ:D10
Cable outlet:D10
D
Il

: = - %”ﬁﬁ@ 8-10mm) — Stripping length of the sheath: 20mm
— - BHALKE: 20mm — Stripping length of the individual wire:5mm ||
= - FEALKE: Smm Material properties :
MR — Material of locking system: Plastic
. — H%eE HH — Material of contact: copper alloy
e - AR Red Contact plating: Au
Contact arrangement EHETAE: Bh - Material of housing : PA
9 — BEHE: PA Colour of housing: RAL 9005 (Black) -
13 Bt RAL 9005 (24) — Material of Insert: PA
. - R PA Stondords: IEC 61076-2-101
4 febfi: IEC 61076-2-101
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