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oA }/}}k: " Technical specification: fa
= FEATL M2 A-Code ~ Series: M12A-Code
- ﬁ'ﬂi& 4 n — Number of contacts: 4
- FRAR(0CT) : 4A - Rated current(40C): 4A
- HERk: 250V - Rated voltage: 250V
- BERRAEE: 2500V — Rated impulse voltage: 2500V
- %L 3 — Pollution degree: 3 -
— BAEE: <10mQ — Contact resistance: <10mQ
- BHEL: P67 — Degree of protectio: IP67
\Q — EERE >100 — Mating cycles: >100
N wEtE. A0 ; — Temperature range: —40C — +85TC
0 B BERRE: —40C..+85TC . . N
L= ~ _ WAEH >100M - Insulqtlor) resistance: > 100MQ ’
E o N T ’%%Jﬁ: i — Termination method: screw connection -
=22 - W’ZT: AR ) - Wire gauge: max.0.75mm? (max.AWG18)
=S B ’%T”E@' max.0.75mm ‘(ér‘nox.AWG18) — Torque: 0.2Nm (screw terminal blocks)
- MEERE 0.2Nm  (RATH%) ~ Cable Outlet: 2 (2.1-3mm or 4-5mm)
- BYEHE: 2(21-3mm or 4=5mm)  _ Stripping length of the sheath: 20mm
- B4HLKE: 20mm — Stripping length of the individual wire:5mm
- B434K%E: Smm Material properties : |
g iR — Material of locking system: Stainless steel
— BREE. T4 - Material of contact: copper alloy
n - WA Aee Contact plating: Au
A WHEEAE: G4 — Material of housing : PA
Contact arrangement — JEAHH: PA Colour of housing: RAL 9005 (Black)
) Jiti: RAL 9005 (24) — Material of Insert: PA =
13 - R PA Standards: IEC 61076-2-101
. &k IEC 61076-2-101
\ B _
%;_Efi ;E - Drawing No.
Faks
M12S—F04A-T-2D5
_ _ : : — M _ Part Code
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