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s Technical specification:
= PRAL: M12 A-Code — Series: 12 A-Code
(39) - ﬁlﬁjﬁf “ — Number of contacts: 4
- ﬁfm(mm: 4A - Rated current(40C):  4A
- @ﬁ’{%E 250V — Rated voltage: 250V
- FERRFRE: 2500V — Rated impulse voltage: 2500V
- AREL 3 — Pollution degree: 3
- #fEE: <10mQ — Contact resistance: <10mQ
- #%%: P67 — Degree of protectio: IP67
— B >100 - Mating cycles: >100
N _ jﬁf;{%[ﬁ; —40C..+85C - Tempe!'oture range: -40C - +85C
© ~ BEER >100M0 — Insulation resistance: >100MQ
N - BEAA RHE - Termination method: screw connection
 BAE mox0.75mm (macANGlg)  ~ Wire gauge: max.0.75mm’ (max AWG18)
%EQ%E g]gﬁm' (rﬁ;r;%ér;;lx. — Torque: 0.2Nm (screw terminal blocks)
oA R — Cable Outlet: 4—6mm, 6-8mm
EF R R = - %%’EE@ 4-6mm, 6-8mm — Stripping length of the sheath: 40mm
Contact i D - %éﬁiﬂ%ﬁgxi 40mm — Stripping length of the individual wire:5mm
ontact arrangemen U I - B&34LKE Smm Material properties :
2 ipetidez — Material of locking system: Metal
M4 E#:D6,08 - HREE AR — Material of contact: copper alloy
1 5 Cable outlet:D6,08 — AR RAe ﬁortltqctl P'fatr']ngi Au S oot
HETRE: B4 — Material of housing : Zinc die—cas
4 R — Material of Insert: PA

- HEMR: #ed
- B&HH: PA

frefrk: IEC 61076-2-101

Standards: IEC 61076-2-101
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